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SU\l'\L\RY 

SOME INVESTIGATIONS INTO THE PERFORMANCE OF THE 

C. P.S. EMITRON TELEVISION CAMERA TUBE 

This report describes a series of experiments carried out ln order to 
determine the behaviour of a C.P,S, Emitron television camera tube in the operating 
conditions encountered in image-transfer standards converters. Some previously 
undetected aspects of the storage characteristics are described, and beam pulling has 
been considered in some detail, Finally, the results are related to the behaviour of 
an image - transfer converter using this type of camera tube. 

1. INTRODUCTION 

Two forms of the C.P.S. Emitron camera tube have been in regular use for the 
generation of high quality television pictures for approximately 15 years. An 
improved version , known as the tri-alkali C.P.S. Emitron, with increased sensitivity 
and contrast range is a relatively recent development of the tube and is the type 
considered here . Detailed descriptions of both types of tube and their modes of 
operation have been given elsewhere. 1, 2 

In order to obtain a better understanding of the operation of the C.P.S. 
unitron in a standards converter,3 it has been necessary to investigate certain of its 
various characteristics under the conditions encountered in this application. The 
information obtained from the investigations could also provide guidance in selecting 
the most suitable type of camera tube to use in image - transfer converters. 

The investigations carried out fall into a number of groups covering those 
characteristics of the C.P.S. Emitron most likely to influence its performance in a 
converter , namely : 

1. Erasure 

2. Storage 

3. Resolution 

4. Reciprocity failure 

5. Beam pulling 

6. Other effects such as flare, veiling glare, lon fog, etc. 
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One of the most important characterist i cs in t he standards conv e rsion 
process is that of storage . The failure of the scanni ng beam to erase the camera 
target during one fi e l d scan results in a ' lag' signal which has a simil ar effec t on 
the converted picture to that due to a display- tube phosphor with a long- time constant, 
apparently decreasing the sharpness of movin g images but , at the same time , reducing 
flicker modulation. 4 

It is necessary for the charge i mage on the camera tar get , representing the 
picture to be converted, to be retained for at leas t a field period ; otherwise , 
information is lost and the performance of the 'converter wi ll suffer. When converting 
between standards having the same fi eld frequencies , inefficient camera .. tube storage 
causes the phase rel?tionship between the field ,scan pulses of the two standards to be 
critical ; in the case of conversion be t ween standards having dif fe ren t fiel d fre
quencies, inefficient storage results i n an increased fli cke r modul ation of the 
s i gnal at a frequenc y which is the difference between the t wo field frequencies . 
The storage characterist ic of the camera tube also deter mines to some extent the 
decay characteris tic s required of the dis play ~ tube phosphor ; s torage losses can be 
partially compens at ed by an inc reased phosphor time constant , the use of which , 
however , increases the ' lag ' s i gnals or blurring associated with moving i mages . 
With cert ain t ypes of camer a tube , including the C.P.S. Emitron, the relationship 
between the camer a- stor age an d phosphor ." decay charact~ri stics also affec ts the ratio 
of converted signal to unconverted signal (or photo- signal), 4 a longer phosphor decay 
time tending to i mprove this ratio , 

Poor vertical resolution, due to an excess ive beam aperture , prevents the 
recovery of independent signals on successive interlaced field scans and reduces the 
e ffectiv e exposu re time of th e camera . Loss of resolution due to t arget leakage 
results in a greater loss of picture definiti on when converting to a standard with a 
higher fie ld frequency than vice versa . 

Reciprocity failure of the camera t arget, like i nefficien t storage, results 
in a vari ation of the converted s ignal amplitude as a f lllction of the phase difference 
(or time interval) between < wri t ing' and ' reading ' ; the effect , therefore, contri butes 
to fli cker modu lation when c onve rtin g between standards having di f f e rent field 
frequencies. Excessive beam pulling or bending , in addition to impaInng the sharp 
ness of the edges of bright i mages, i s l i kely to result in a reduction of the small 
area contrast in the converted signal . 

Excessi ve beam pull i ng can also impose an unduly low limit on the maximum 
brightness of th e image at the camera ·· tube sensitive surface and thus limit the 
signal - to -noise ratio at the camera output . 

Optical reflections t aking place inside the camera tube can cause flar e and 
veiling glare ; these t wo effects have also been desc ribed as a . c, and d , c . flareS 
respectively. The, forme r , which is more par ticularly associated with refl ections 
from the camera - tube face plate, reduces the sharpness of i mage boundaries . The 
latter , which is a result of general light r e flection and sc at ter, produces a small 
component in the camera output signal proportional to the mean image brightness and 
reduces the contrast ra t io of the image , 

A f urther effect, caused by POSItIve ions landing on the target , a lso 
causes a loss of contrast and i s a function of beam current ; the effect i s described 
In thi s report as ' jon -- fogging'. 
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2. \1EASUREMENT OF CHARACTERISTICS 

2.l. General 

In all the experiments to be described, normal camera operating conditions 
were preserved, except where stated otherwise , and care was taken to exclude stray 
light from the camera. White signal level was equivalent to a video-signal output of 
0'7 V peak from the camera control unit (a current of approximately 0'12 ~ in the 
camera-target load resistance). \Vherever possible , a suitabl¥ low- pass filter was 
inserted in the output of the camera in order to mi nimize the effec ts of random noi se 
on the measurements. 

2 2. Erasure 

A preliminary experiment r e lating to the erasure characteristics of the 
C. P. S. Emitron was carried out in order to obtain measurements of : 

(i) 

(ii) 

(iii) 

the extent to which one field scan of the target influenced the charge 
available for the successive interlaced scan; 

the t arget 'di scharge lag' ;* 

sensitivity variations over the target area. 

Th e apparatus was arranged as shown in Fi g. 1. A short persistence (P16 
phosphor) tube was arranged to display an interlaced synchron ized raster having a 
vertical line scan and a horizontal field scan. A brightening pulse for the display 
tube, repeated at half field-frequency (i.e., picture frequency) and having a duration 
of approximately 400 ps, was produced by the line selector and pulse generator. The 
resulting image focused on the camera target consisted of a bri ght stripe , extending 
vertically over the target, which could be positioned horizontally by meanS of the 
line selector. 

The sync-pulse generator associated with the scanning circuits of t he 
C. P.S. Emitron was modified to provide either 405-line interlaced scanning or 204 - line 
sequential scanning and was 'locked to the mains' via a goniometer; thi s enabled the 
relative ph as ing between the field scans of the camera tube an d displ ay tube to be 
var ied. 

By adjusting the goniometer, the camera exposure was phased to occur during 
the camera field-blanking period, ensuring that reading did not commence lmtil exposure 
was completed and that photo- pulse4 signals would be eliminated by field blanking from 
t he output video waveform. Measureme'nts of the camera output signal from 25 positions 
on the target were then taken for the first and second scans following exposure ; the 
display brightness was adjusted to produce a maximum signal equal to white level. 
Further measurements were made, on the one hand, with reduced camera - tube illumination 
and normal beam current, and then, on the other hand, with normal illumination and 
reduced camera- tube beam current. 

* This descri bes the failure of the scannin g beam completely to discharge one picture-element 
area of the target in one scan . 1,6 
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er asure characteristics 

It was anticipated that with good resolution and storage, the camera output 
during odd and even scans, for 405 - line interlaced scanning, would be approximately 
equal . This was not the case as is seen in Fig. 2 , which shows , in three dimensional 
form, the relative output - signal levels produced by t he first and second scans from 
the 25 positions explored on the target, 

The ratio of the output produced during the second scan to that produced 
during the first is seen to vary , for different points on the target, about a mean 
value of approximately 0·3. Corresponding measurements with reduced illumination 
produced approximately simil ar results ; in each case the majority of the target 
information was erased during the first reading scan after exposure. 

The only significant effect produced by variations of beam current was seen 
when the current was reduced to an amount just sufficient to ensure target-potential 
stability. The first - scan output level then decreased and there was a corresponding 
increase in second- scan output so that both scans now produced signals of similar 
magnitude ; this was almost certainly due to insuffici ent current being available f or 
erasure requir ements during the first scan, leaving an increas ed proportion of t he 
target information for erasure dur ing the following scan. 

Using a constant illumination l evel , consi derable diffe rences in camera 
output magnitude for various positions on the target can be seen in Fig . 2. These 
differences are thought to be due to variations of target sensitivity , beam focus and 
alignment over the target surface combined with any effects due to non -uniform storage 
characteristics . 
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Fig. 2 - First and second scan outputs for single exposure of 400 f.1S 
during camera field blanking-scanning 405/ 50 interlaced 

2.2 .1 . Interlaced and Sequential Scanning 

5 

Using the same experimental arrangement, a further series of measurements 
was then made using 204-line s~quential scanning of the camera t arge t. 

A comparison of these results with those obtained previously showed that 
there was no significant difference between interlaced and sequential scanning from 
this point of view, the ratio of the output from scan 2 to that from scan 1 remaining 
approximately the same in both cases. Thus it would appear that lack of vertical 
resolution prevented the recovery of independent signals on the second scan of the 
405 - line interlaced raster. In both cases, the second scan collected discharge - lag 
signals remaining after the first scan but, in addition, received contributions from 
any previously undischarged target strips remain i ng between the areas covered by the 
first scan ; in the case of sequential scanning, the beam was pulled towards them so 
as to produce an ' interlaced' second scan. Consequently , it was difficult to measure 
discharge lag in this way. 

2 . 2.2 . Number of Scanning Lines 

At this stage, it was obvious that, in the conditions of the experiment, 
the target charge was substantially removed by the first scan, fo llowing exposure. 
In an attempt to recover independent signals from both the odd and even fields of an 
interlaced scan, a further series of measurements was made with the number of scanning 



6 

lines per field considerably reduced. By inhibiting the camera beam~current for two 
out of every t hre e lines (us ing a synch ronized beam~bl ackout generator) and by 
increas ing the camera field - scan amplitude, the effective number of scanning lines 
was progressive l y reduced to appr oximate l y 25 per fie l d ; successive scans could be 
either interlaced or sequential. 

As the number of sc annin g line s was reduced, thus increasing the spaclng 
between lines on the t arget , the second ··scan output incr eased until a ratio of out· · 
put from scan 2 to that f r om scan 1 of O' 95 ,was reached wi th only 25 lines per fi el d. 

COMPOSITEj 
V IDEO 

SIGNAL 
RANGE 

L 
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VIDEO 
SIGNAL 
RANGE 

INTERLACED SEOUENTIAL 

1st SCAN 2nd SCAN 1st SCAN 2nd SCAN 

SYNCS 

EXPECTED OUTPUT 
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WlWllWlWllWIIIIWJIWllliJlWlllililllllliJ 

OUTPUT OBTAINED WITH LARGE NUMBER OF LINES 

COMPOSITEj 
VIDEO 
SIGNAL 
RANGE SYNCS 

OUTPUT OBTAINED WITH SMALL NUMBER OF LINES 

Fig . 3 - First and second camera 
scan outputs with different line 

spanngs 

The results are i llustrated in the 
diagrams shown in Fig . 3, Similar 
results were obtain ed with both 
inter laced and sequenti al scannin g 
pattern s , an effect that can only 
be exp l ained by the beam being 
pulled towards, and eras in g, 
uns cann ed cha rged areas on th e 
target , This theory was further 
supported by the fact th at if 
the stripe image was removed, 

'whe n usin g a small numbe r of 
scanning lines, very considerabl e 
dischar ge - l ag signals we re pro 
duced, Measurements showed that 
the camera output did not fall to 
20% of maxi mum until 6 fie lds had 
been sc anned after exposu re,and 
was still 2% after 10 s (i . e ., 500 
fiel ds ) , 

2 . 2 . 3. Crossover Period 

When the C. P.S. Emitron 
is used in conjunc t ion with a 
display cathode- ray tube for con 
vers ion between standards having 

different field frequencies, the interval between wr iting and reading varies cyclically 
from zero to one field period. This mean s that, during a reading scan, the camera 
beam suddenly passes from information that has just been written on the target to 
i nformat i on that has been s tored for some time , or vice versa. 

While the app aratus was set up in a suitable form , it was decided to examine 
the camera output durin g such a ' crossover' peri od. The display scanning was re 
arranged so that' the field scan was vert ical but reversed with respect to normal 
operation ; the line scan was removed . The bri ghtenin g pulse was removed and the 
cathode - ray tube beam current adjusted so that a display consist ing of a singl e 
bright vertical line was produc ed with a bri ghtness corresponding to white. Iso 
chronous field scans wer e used but phased so that the transition from information 
stored for 20 mS to in formation just written occurr ed near the centre of the raster ; 
the tota l photocurrent at the camera .. tube target at this time was steady and had no 
effect on the output signal. 



The output waveform is shown in Fig. 
4 and it is seen that, a few lines prior to 
the crossover, the output decreased , then 
rose abruptly to a higher level immediately 
after crossover, and finally returned to 
normal during the next few lines. The dis 
turbance was relatively small, lasting less 
than 1 ms and had an excursion equal to 15% of 
the signal corresponding to white . 

COMPOSITE 
VIDEO 

SIGNAL 
RANGE 

5 OR 6 LINES 

~~SEC-~ 

Fig. 4 - Camera output during 
'cro3sover' period 
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A possible explan ation of this effect is that , in the vicinity of the 
charge pattern being written, the camera beam is at first repelled by the negative 
field produced by electrons leavin g the mosaic and , therefore, the output signal 
falls ; when the camera scanning spot is in very close proximity to the edge of the 
newly - charged target area, it is attracted and thus accelerates into the newly 
written area , thus increasing the output, until normal scanning velocity is finally 
resumed. 

These early experiments demonstrated the importance of beam pulling as one 
factor determining the behaviour of the tube , and this effect was studied in more 
detail in later experiments. 

2 . 3 . Storage Characteristics 

In this experiment a small area of the target was illuminated for a brief 
penoa and then scanned by the beam after a varying interval ; the target was scanned 
by a 220- line sequential raster and the beam defocused in order to ensure that maximum 
target discharge occurred during the first reading scan following wri ting. 

A block schematic diagram of the apparatus is shown in Fig. 5. The display 
again consisted of a vertical. stripe, but for this experiment a mask on the display 
tube face allowed the camera to 'see ' only a section of the stripe as a small square. 
An ' eight -- to -one' counter inserted in the sync - pulse feed to the display - tube brighten 
ing pulse generator increased the interval between camera exposures to 16 field 
periods (320 ms). The sync - pulses, at one sixteenth of field frequency, were used to 
initiate a camera -blackout pulse of adjustable duration and also to trigger the time 
base of the measuring oscilloscope. 

The camera blackout - pulse generator permitted the interval between wntlng 
and reading to be varied from one to twelve field periods, in steps of one field 
period; delays including fractions of a field - period were obtained by adjusting the 
r elative phasing of the two trains of'field pulses . 

With the display brightness set to give a standard camera output when 
reading immedia tely followed writing, the camera output was measured with various 
intervals between writing and reading. Further measurements were then made with 
different illumination levels and in two other positions of the patch on the camera 
tube target ; the measurements were made with various amounts of camera - tube beam 
current and with both interlaced and sequential scans. Finally, the series of 
measurements was repeated using another C.P.S. Emitron of the same type. 
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In all cases the signal read off ' the target, after a storage period of two 
fields, was approxi mately 10% smaller than t he value obtained with no delay between 
wn tl.ng and reading. Wi th a delay of more than two field periods , no further decrease 
in signal amplitude was noticed ; the maximum storage period investigated was 12 field 
periods. It was also noticed that the second and succeeding scan outputs showed a 
sligh t increase in signal ampli tude as the interval between writing and reading was 
increased. However , this increase in signal did not equal the loss in first - scan 
output over the same storage period. These effects are shown diagrammatically in 
Figs. 6 and 7. Variations of beam current produced no significant change in these 
results, except when the beam current was insufficient for target requirements during 
the first scan ; this caused the second - scan output to increase as described in 
Section 2 . 2 . 

No in~ediate exp lanation of this storage loss was available, and, after 
making sure that t he apparatus was in no way responsible for these effects, further 
experiments were then conducted in an attempt to establish the cause. The first two 
of these experiments yielded very littl e useful information and are only mentioned 
briefly here. 

2 . 3 . 1 . Storage with Various Exposure Times 

For various exposure times , ranging from 200 f-LS to 40 ms, with the illumi 
nat ion adjust ed to produce approximately the same output signal, no significant 
differences were noticed in the storage characteristics, the first - and second-scan 
output signals changing in much the same way as in the previous experiment. 



2.3.2. Chef?':' eading' 

In this test, the whole target 
area was illuminated briefly, using a Strobo
flash in place of the display cathode-ray 
tube, and the camera output signal was 
measured after various storage intervals; 
again the same results were observed for 
both the first and second scanS. Thus, 
the possibility of the cherge spreading 
laterally from a small image area to the 
surrounding unexposed target areas, owing to 
poor mosaic insulation, was eliminated. 

The possibili ty of charge leaking to the 
mosaic insulation was then considered. 

2.3.3. C.P, S. Emitron with High 
Target Insulation 

A C.P.S. Emitron has the property 
that a negative version of the output 
signal caused by a bright image is obtained 
when the original image is removed and the 
mosaic then illuminated uniformly. Tnis 
'photographic' effect 1S due to negative 
charge that is built up on the insulating 
strips between the mosaic elements and is 
enhanced if the insulation resistance of 
the target is very high; in the normal 
C.P.S. Emitron, this is avoided by caesiating 
the target late in the manufacturing process. 

I t was thought that' a tube having 
high target insulation, when subj ected to 
the same test as described in Section 2.3.2., 
would indicate whether the apparent loss 
in target storage with reading delay was due 
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Fig. 7 - Camera output as a function 
of storage time 

to lateral spreading of the charge to the insulated areas between the mosaic elements. 
The previous experiment was, therefore, repeated with a non-caesiated C.P.S. Emitron. 

9 

In this case, a 10% fall in first-scan output was observed after a reading 
delay about twice as lonE; as that required when using a standard tube, while the 
second-scan output signals were very similar to those obtained with a standard tube. 
It appeared, therefore, that the net"t loss of signal was less with a photographic 
C.P.S. Emitron. Part of the storage-loss might, therefore, have been caused by 
charge leakage into the insulated areas between the mosaic elements, this effect 
being less in the tube having the higher target insulation. 

It was then suggested that the remainder of the storage losses were due to 
dielectric hysteresis, part of the posi ti ve charge on the target surface migrating into 
the target dielectric and reappearing after the m~ority of the surface charge had 
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been removed by the first scan. TIlis effect would be similar to the failure of a 
charged capacitor to deliver all its stored energy in one brief discharge, a residue 
of the original charge appearing a short interval after the discharge. 

2.3 . 4. Dielectric Hysteresis 

In order to test this theory, it was decided to repeat the test described in 
Section 2,3.2., hut to delay the second and subsequent reading field scans by different 
intervals; this would allow any charge that had migrated into the dielectric to 
return to the surface and to be discharged by the scanning beam. The second
scan delay would be additional to the delay between exposure and the first reading 
scan. 

The generator producing the auxiliary camera - blackout pulses was modified in 
order to provide the necessary combination of pulses (i.e., to permit variable delay 
between exposure and the first reading scan together with a further variable delay 
between the first reading scan and subsequent reading scans). In all other respects, 
the apparatus was operated as 'previously outlined; the whole target was illuminated 
briefly by the Stroboflash every 16 fields and the target was scanned by a 220 - line 
sequential de focused raster. • 

The camera output was observed during the first reading field immediately 
following exposure and during subsequent reading fields, delayed with respect to the 
first by intervals of up to five field periods; this procedure was then repeated with 
increasing delay between exposure and the first reading field. 

A non-caesiated C,P.S. Emitron was then substituted for the normal tube and 
the experiment repeated. 

It was immediately seen that a delay between the first and subsequent 
reading scans enabled a larger signal than had been obtained in previous experiments 
to be recovered during later scans; this could have been the result of charge that 
had migrated into the target dielectric having a longer period in which to become 
available for discharge. Wben, for example, the first scan was delayed with respect 
to exposure by two fields and the second scan by a further five fields, the second
scan output increased by 25% above the amount obtained with no delay between the first 
and second scans. This effect is shown clearly in the oscillogra~s of Fig. 8; these 
were obtained using the photographic tube, although similar effects were observed with 
a standard tube. An explanation of this behaviour could be that, in delaying the 
first scan, more charge was able to migrate into the target, thus causing an increased 
amount of charge to be available for the delayed second scan. 

Despite the increased output obtained from delayed second scans, it appeared 
that, during the first few scans, there was a nett loss in the total measurable 
signal when the first scan was delayed significantly with respect to the exposure. 
Examination of Fig. 9, which compares the storage behaviour of a normal and a photo 
graphic tube, indicates that storage losses appear to result from a combination of 
dielectric hysteresis loss which is to a large extent recoverable , and loss due to 
leakage to mosaic interstices which is not recoverable. 



2.3.5. Effect of Stabilizing-Mesh 
Potential 

It was thought that if migration 
of positive charge were taking place during 
the storage period, it might be possible to 
influence the effect by the application of 
a negative potential to the stabilizing mesh 
that is positioned close to the target, 
and thus retain the charge on the target 
surface. The previous experiment was there
fore repeated in such conditions. 

Although the stabilizing-mesh 
potential was varied from its normal value 
of +10 V to -40 V during the storage period, 
no changes were seen in the storage charac
teristics. 

2.3.6. Effect of Operating 
Temperature 

In order to determine the effect 
of target temperature upon the storage 
characteristics, the camera-tube cooling 
blower was fitted with a small heater and 
the sensing element of an elect.rical thermo
meter positioned near the target in the 
C.P.S. Emitron. Measurements of the camera 
output were then made with different storage 
periods and tube temperatures. 

Th.e effect of a o temperature 
increase from 20°C to 34°C was to approxi
mately double the losses suffered by the 
first-scan output; the second-scan reading 
field showed very little change. This 
would suggest that, at higher temperatures, 
dielectric hysteresi,s was unaffected, but 
charge leakage was aggravated; an increase 
in temperature would reduce the resisti vi ty of 
the glass base on which the target is formed. 

Thus, the storage expe_r~ments 
showed that, with a standard C.P.S. Emitron, 
a signal loss of some 10% occurs during the 
first - two fields of storage, much of this loss 
being due to target dielectric hysteresis and 
being recoverable during subsequent scans. 
The only operating condition appearing to 
affect the storage characteristic is the 
temperature of the camera-tube target. 
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c . P.S . Emitron, defocused beam, 
whole target illuminated, 60 ~s 

flash 16 fields 

(a) 

(bJ 

(c) 

Fig. 8 - Storage loss effect, showing 
increased second scan output when 
delayed with respect tofirst scan 

(a) Reading immediately 
after exposure 

(b) Reading delayed ny two fields. 
First field peak of (a) is shown. 

(c) First reading delayed by two fields . 
Second reading delayed for five fields 
after first. First field peak of (a) 
is shown and second field peak of (b) 
is shown. 
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Fig. 9 - Comparison of storage 
characteristics of normal and 
photographic C.P.S . Emitrons 

--1st readin~ field immediately 
after writ1ng. 2nd reading 
field immediately after 1st. 

____ 1st reading field delayed by 
two fields after writing, 2nd 
reading fiel d immedi ately 
after 1st. 

-'-'- 1st reading field delayed two 
fields after writing, 2nd reading 
field delayed fi ve fields after 1st 

2.4 . Horizontal Res cl m:ion 

In order to measure the effects of 
storage, illumination leve l and exposure time 
upon horizontal res olut ion, measurements were 
made in three different conditions: 

(i) with various storage periods; 

(ii) with various illumination levels and 
short exposure ; 

(iii) wi th var ious i llumination levels and 
continual exposure. 

The arrangement of apparatus used is 
shown in Fig. 10. A short persistence cathode
ray tube disp lay ing an unde flected de focused 
spot was us ed as t h e l ight source, and the 
cathode-ray tube beam current was either main
tained at a constant value or switched on for an 
adjust able p@riod at the star t of a 16 - field 
cycle. The peak brightness of the defocused 
spot 'was f ixed and t he camera- target illumina
tion was controlled by neu tral-density filters 
positioned in fron t of th e display cathode-ray 
tube. The de focused spot illuminated a circular 
area approximately 16 picture elements in 
diameter, into which th re e different grating 
patterns could be placed; the grating patterns 

consisted of alternative opaque and transparent vertical stripes having dimensions 
corresponding to 494, 163, and 41 elements per picture width respectively . 

Sequential 180-line scanning was used for the camera tube and a line
selecting waveform monitor was arranged to display, during the first reading field, 
a line centrally situated within the image of the grating. The grating patterns 
produced output signals having frequencies of 2'6, 0'866 and 0'22 Mc/ s. 

An E.E.L. cell photometer and a photomultiplier tube were used to measure the 
camera illumination under steady-state and pulse conditions respectively. 

2.4.1 . Horizontal Resolution with Storage 

The horizontal resolution, as a fun c tion of a storage period varying from 
zero to 6 fields, was measured using the different grating patt erns and the same 
illtunination level; an exposure of 10 ms was used, and the illumination was set to 
give a standard o~tput using the coarses t pattern. 

The graph, Fig. 11, shows that wi thout a signi ficant period of storage, the 
modulation depth falls to 16% for the fi nes t pattern ; this is due mainly to the 
scanning-beam aperture and, to a much smaller extent, to th e camera lens. In these 
experiments, percentage modulation M = (A - E) / (A + E) x 100 was cal culated from the 
expression where A was the maximum value and E the minimum value of the camera OULput 
(referred to its output at black). 
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From Fig. l2(a) and l2(b), a comparison can be made between the camera 
signals obtained using a 2' 6 Mc/ spat tern, on the one hand with immedi ate reading and 
on the other hand after a storage period of 6 fields. The photographs show that, 
with storage, there is a fall in the mean level o( the output and, to a slightly 
smaller extent, in the value of (A - B). In Fig. 13, the results obtained with the 
various patterns are shown, a~d it is seen that, as the storage time is increased, 
there is an apparent increase in modulation depth for the finer patterns; this is 
caused by the increased ratio of CA - B) to the mean level of the signal. 

The mechanism of this phenomenon is not understood and could only be resolved 
by further, and more detailed, investigations outside the scope of this report. 

2.4.2. Horizontal Resolution with Various Illumination Levels and Short 
Exposure 

In this experiment, the grating pattern corresponding to 2'6 Mc/ s was us ed 
and reading took place immediately after exposure; the exposure had a duration of 
100 ~ and occurred every 16 fields. The resolution was then measured with different 
amounts of illumination up to a level producing full signal output from the camera. 

The results are shown on the graph, Fig. 14, and it is immediately seen that 
there is a steady decrease in resolution with increasing illumination. Over the 
normal contrast range, the modulation drops by about 15% as the illumin a tion is 
increased from about one third the full illumination to the full value. This loss of 
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resolution is possibly due to the fact that, at 
high illumination levels, a greater proportion 
of the scanning beam is used to discharge the 
target, thus resulting in an increase in the 
effective beam aperture. 

2.4.3. Horizontal Resolution with 
Various Illumination Levels 
and Continual Exposure 

In order to compare the performance 
of a C.P.S. Emitron under normal conditions 
(i.e., with continuous illumination) with that 
obtained with short exposures, a further series 
of measurements was made using the defocused 
spot on the display tube as a continuous source 
of light illuminating the 2' 6 Mc / s grating 
pattern . 

The results are shown in Fig. IS 
and are similar to those obtained in the 
previous experiment to the extent that modu
lation depth decreases with increasing image 

Fig. 12 _ Hori zont a l re solution as a ~rightnes~. There is, . however, a ~ener'il 
Increase In the modulatIon depth whIch can 

flUl. ct i on of s t or age. Exposure time 10 ms 

( a) 

( b ) 

Readin g immedi ately aft e r exposure 

Readin g del ay ed 6 fi e ld pe ri ods 
af t e r exposur e 

also be seen from a comparison of the 08-

cillograms in Fig. 16; these show the re
sults obtained using the 2'6 Mc / s pattern, 
with brief and continual illumination. 

• 
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This effect may be caused by reciprocity failure of the C.P.S. Emitron occur ring with 
very brief exposures. Reciprocity failure is the inability of the camera to maintain 
the same output signal when both the illumination and exposure time are varied in such 
a manner that the product of these tW0 factors remains constant. 

2.5. The Relationship Between Illumin ation and Exposure Time 

In order to determine whether the C.P.S. Emitr on suffers from reciprocity 
failure (as defined in Section 2.4.3.) the relati onship between illumination and 
exposure time, for a constant output, was investigated. 
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The same arrangement of apparatus was used as in the experiment described in 
Section 2.4.2., with the exception that the camera tube was arranged to view a small 
uniformly illuminat'ed area of the cathode-ray tube screen. In this case the illumi
nation was varied and the exposure time was correspondingly modified so that the 
product of illumination level and exposure time was constant. 

Measurements of the camera output signal corresponding to a selected line 
passing through the centre of the test image were then taken for exposure times 
ranging from 3 j.LS to 17 mS. As the illumination level was reduced, the exposure time, 
which could be varied continuously, was increased so that the product of illumination 
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and eXDosure time, as indicated by the integral of the output pul se from the monitoring 
photomultiplier , remained constant . ..The illuminat ion-level chan ges invo1 ved covered 
a ran ge of 6000 : 1, and it was found necessary to reduce t he pho tomultiplier sen
sitivitv by means of neutr a l-density f ilters so as to acco ~'·0 Jate this range with
out overloading. As the exposure t i me was vari ed . t h e camera-blackout duration 
was adjust ed so as to i nhibit the camer a scanning beam t hroughout the exposure and in 
order to provide reading immediately foll owing exposur e. 

The results are shown graphically in Fig. 17 and they indicate a 17% increase 
In camera output for an exposure time of 17 ms compar ed with that obtained for the 
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Fig. 16 - Modulation depth with brief 
and continued illumination . 

2· 6 Mc/s pattern 
(a) Exposure time = 100 ~s 
(b ) Continual illumination 

'shortest time of 3·5 ps, the illumination being 
varied accordingly. Thus, there is evidence of 
slight reciprocity failure, most of which occurs 
between 1 and 17 ms; the results obtained for 
very brief exposures should be regarded as 
being somewhat unreliable owing to the limited 
accuracy of the measurements at these exposures. 

2.6. Beam Pulling , 
The erasure experiments showed some 

evidence of 'beam pulling', which is the 
tendency of the scanning beam to be deflected 
from its correct path towards target areas 
carrying relatively large positive charge and 
it is caused by the transverse electric fields 
due to these charged areas. It results in the 
distortion of bright image boundaries so as to 
produce an apparent enlargement of the image 
together with a loss of resolution. Beam 
pulling include~ other effects such as changes 
of the beam aperture shape in the presence of 
charge transitions on the target. 

Beam pulling in C.P.S. Emitrons 2 and 
other types of camera tube has been discussed 
qualitativelyelsewhere. 6 • 7 • 8 The following 
experiments were carried out in order to obtain 
quantitative measurements of the effect in the 
C.P.S. Fmitron. 

In the first set of experiments, devised to investigate the effect of 
vertical beam pulling, the scanning rast'er was shifted by small known amounts in a 
vertical direction, the test image consisting of a chequer-board pattern. The 
pattern was aligned horizontally with the scanning lines and the signal on a particular 
line was examined as that line approached and crossed both black/ white and white/ black 
image trans1t10ns. This test was repeated using different illumination levels and a 
measurement of beam pulling was obtained from a graphical interpretation of the results. 

An obvious difficulty encountered in this procedure is concerned with 
establishing a reliable reference corresponding to the actual position of a boundary 
on the target, but, as the measurements taken at relatively low illumination levels 
showed little change of location for transitions in either direction (i.e., when beam 
pulling was negligible and the beam aperture was a minimum), this enabled an approxi
mation to the true position of the transition to be established. 

Part of the chequer-board transparency was focused on to the centre area of 
the target and the camera control unit was modified so as to include a vernier field
shift control calibrated in 1/ 5th line-spacing intervals; l80-line sequential scanning 
was employed. A block schematic diagram, Fig. 18, shows the arrangement of the 
apparatus, which includes a line-selecting waveform monitor for camera-signal measure
ments. The transparency illumination was varied by means of a Variac • 

• , 
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Fi g . 17 - The relationship between il lum i nat i on and exposure time 

A scanning line close to a hori zontal boundary of the image was selected and 
moved towards the transition by means of the vernier fiel d-shift control unt i 1 a change 
i n the signal was seen in those por tions of the scanning line that were prev iously 
producing a signal corresponding to bl ack . The transparency was then rotated slightly 
unt i l approximately equal signals were obtained in the ' black' portions of the scan
ning line; the scannin g line was then assumed to be paral le l to the hor izontal 
boundaries on t he chequer boatQ. 
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Fi g . 18 - Apparatus used for measurement of C. P.S . Emitron beam-pulling effect 
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The chosen s c anning line was then moved away from the boundary until no 
signal was present in those portions of the line which corresponded to black. Thus 
the signal, during the selected line , approximated to a square wave having a peak 
value corresponding to white. The transparency illumination was then reduced until 
only a very small output signal was obtained . The scanning line was then moved 
towards the boundary in steps of l/Sth line spacing and readings were taken at those 
points along the line corresponding to both a black and a white square of the image; 
this was continued until the boundary had been crossed. Thus simultaneous measure 
ments of beam pulling were made for black- to,white and white - to - black transitions. 

This procedure was repeated with increasing levels of illumination up to a 
value corresponding to white . 

A corresponding set of measurements was then made in the line direction, the 
low .. pass filter in the camera output havin g been removed from circui t . Measurements 
were taken, along a line crossing a vertical black- to -white boundary , at intervals of 
0'2 ~ using a calibrated oscilloscope for the measurement of time. Further measure 
ments were then taken at the same points along a line crossing a white - to-black 
boundary, 

Beam - pulling effects associated with a sharp corner were next examined. 
A uniformly illuminated square area was used as the test object and it was positioned 
so that its image occupied the bottom right -hand quarter of the camera - target area, 
care being taken to ensure that the top horizontal edge of the target was parallel 
with the scanning lines. Then, by a combination of the methods used previously for 
measuring beam pulling in both the line and field directions, a series of readings 
was obtained, corresponding to sections , taken in the line direction at vertical 
intervals of l/Sth of line spacing, through the corner transition . Two series of 
measurements were obtained with camera-output levels correspondin g to white (100%) 
and near -black (10%) . 

The results of t he various sets of measurements , taken in both the field and 
line directions , are shown graphically in Figs. 19 and 20. In Fig . 19. the results 
f or low- level illumination produce curves that are similar in shape for transi tions 
both from black .. to - grey and vice versa, and this indicates that beam pulling is 
negligible at these brightness levels. Thus the position of the transition has been 
assumed to be at the coincident half- amplitude points on the curves obtained for black
tO o- grey and grey - to·.black transitions. At higher brightness levels t he curves for 
horizontal black- to -white and white - to-black boundaries are neither symmetrical about 
the transitions themselves , nor about their own half - amplitude points . As the 
maximum target illumination is increased to a value slightly beyond that corresponding 
to white , a horizontal boundary appears to move upwards by a distance of approximately 
1/ 200th of the pictu,re height. Similarly , from Fig. 20, vertical black- to-white and 
white - to-black boundaries appear to move to the left by about the same amount. 

White - to"black transitions suffer severe sharpness degradati on in both the 
line and field directions. Upon approaching a white · to-black transition, the beam is 
decelerated; this results in a reduction of the sharpness of the signal corresponding 
to the trMlsition. However , the beam is accelerated as it crosses a black - to -white 
transi tion and thus discharges the target ahead of its intended posi tion . 
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A further factor, that is said to contribute2 to the rounding of a white - to 
black transition, is concerned with the emission of secondary elec trons from the 
scanned point on the target ; no evidence of this effect was foun d in the experiments 
described here . 

The curves for transItIons from black-to-white and vice versa in both the 
field and line directions, have considerable ' toes' extending into black areas . These 
are thought to be due to both beam pulling and the effects of inter - elemen t capaci 
tances causing charge to appear in target elements immediat e l y adj acent to highly 
charged areas, as described by Theile . 7 ' 

From the results of the 'corner' measurements, a seri es of voltage contours 
was developed corresponding to the corner of the illuminated square image on the 
target . The contours of the half- amplitude values of transitions from black·to -white 
and from black - to - grey are shown in Fig. 21, which is dravm as a plan view of the 
target and illustrates the approximate position of the charge - image on the target, 

The extent by which the edges of a bright i mage apparently move is c learly 
seen to be about two picture elements when expressed in terms of 405 - line in terlaced 
scanning . A rounding of t he corner is seen to occur at low brightnesses (approxi 
mately 10% of white) and is essentially due to beam- aljerture distortion. With high 
image brightness (white) considerable displacement of the sides of the square occurs, 
but t here is very little displacement of the corner position. This is the result of 
both an increase in aperture distortion, due to a greater beam diameter, and a reduc
tion in beam pulling near the corner , where the potential g radi ent is steeper than 
elsewhere . Near the corner, the beam is required to approach the lmage boundary more 
close ly before being pulled to the same extent. 
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It is interesting to note the 

effect of beam pulling on a test pattern 
of broad vertical black-and-white bars 
having 25 cycles/ picture width, as shown 
in an oscillogram. Fig. 22 represents 
a signal derived from such a pattern and 
shows the sharpness degradation suffered 
by the rear edges of the white bars; the 
amplitude differences of the individual 
bars is due to uneven illumination of the 
test pattern. 

2.6.1. Beam-Pulling Measure
ment Using a Wedge 
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Fig. 22 - The effect of beam-pulling on 
the rear edges of white bars: scanning 

direction, left to right 

Another method of measuring beam pulling was used, which requires less 
complicated apparatus. The test object consisted of an illuminated 'acute angle' 
wedge having the bisector of its apex lying parallel to the scanning lines. 

The principle of this method of measurement is described with reference to 
Fig. 23. At low illumination levels, where there is a negligible beam-pulling effect, 
the camera-output signals corresponding 
to a pair of scanning lines (dashed 
lines in the figure), one from the top 
and the other from the bottom of the 
wedge (see Fig. 23) were displayed on a 
waveform monitor and the positions of 
the two signal transitions made coinci
dent, on the monitor trace, by adjust
ment of the camera-tube vertical shift 
control. As the illumination was 
increased, beam pulling became evident 
and the scanning spot was displaced 
downwards, within the target area 
corresponding to the illuminated wedge, 
towards the unscanned, charged area of 
the target. From Fig. 23 it will be 
seen that, when deflected downwards, 
the upper scanning line crossed the 
wedge boundary in a direction nearer to 
the normal than when undeflected; on 
the other hand, the lower line, after 
deflection downwards, crossed the wedge 

LlNE - SCAN DIRECTION 

BLACK 

CAMERA! (b)_J I (a ) 
OUTPUT-L ________ :I:-L~~ ____ ~~ __ __ 

TlME-

Fig . 23 - Beam-pulling measurement 
using a wedge 

boundary in a direction which was less close to normal. Thus, in the case of the 
upper line, the scanning spot remained within the illuminated area for a longer time 
than it did when following the lower line. The change in the relative timing of the 
signal transitions provided a direction indication of beam pulling. 

A series of oscillograms, Fig. 24, shows some results obtained by this 
method. A low level of ,wedge illumination was used for Fig. 24(a), an intermediate 
level was used for Fig. 24(b), and white level was used for Fig. 24(c). It will be 
seen that as the illumination was increased, the apparent position of the upper wedge 
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The figures indicate the corresponding 
lines of each pair 
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Fi g . 24 - Beam-pulling measurement using 

a wedge ; osc i llograms 

• 

(a ) Low illumination; lines paired 
(b ) Increas ed illuminati on; lines 

separating 

(c) Hi gh illumination; increased 
sepa ration of lines 

boundary was displaced to the right in 
comparison with its counterpart at the 
bottom of the w~dge. One scanning line 
was arranged to pass through the apex of 
the wedge (trace No. 4). The signal pro
duced during this line was reduced in ampli
tude as the previous scanning line (one of 
the pair labelled 3) encroached on the 
strip normally occupied by the 'apex' line; 
thi& is most apparent in Fig. 24(c). The 
amount of beam pulling at white level, 
measured by this method, was approximately 
two picture elements (in terms of the 405-
line interlaced standard), which agrees with 
the results obtained in the previous 
experimen ts. 

This 'wedge' method of measuring 
beam pulling, while not providing such a 
comprehensive picture of beam-bending 
effects as the previous method, provides a 
simple and effective method of assessment. 

2.7 . Flare and Veiling-Glare 
Measurement 

Flare and veiling - glare are 
defined here as unwanted signals produced 
from one part of the target as a result of 
an object imaged upon another part. Such 
signals can be produced by internal optical 
reflection, particularly from the face-plate 
of the camera tube. However, another 
unwanted signal of similar form is caused 
by positive ions, produced by the scanning 
beam, landing on the target to give an 
effect described here as 'ion fogging' (see 
Section 2.8.). 

The total signal arising from 
flare, veiling glare and 'ion fogging' in a 
C.P. S. Emitron was measured and, in order 
to separate the contributions from optical 
and electronic sources, the optical flare 
was measured independently. 

In order to measure the combined 
spurious signal, a standard method, 
described by Hacking and Sproson 9 for 
the measurement of flare produced in 
len s es, was adapted for the problem. 
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A small square mask of blackened copper representing 1/ 200th of the target surface--area 
was fixed at the centre of the came ra - tube window, and the window i lluminated by 
collimated light. The signal corresponding to the cen t r e of t he mask was then 
measured and expressed as a fraction of the mean leve l of t he signal derived f rom the 
surrounding areas . The level and the angle of inc idenc e of the illumination on 
the target were varied in an attempt to est ablish whether the flare was proportional 
to illumination and also whether additional flare would be produced in th e camera 
tube when used with a lens. The collimated li ght was produced by a lamp having 
a small filament, placed 150 cm from the f ar end of a long tuqe positioned in front 
of the camera tube ; the tube was 8 cm in diameter and a further 150 cm in length . 
The interior of the tube was blackened and fitted with a number of light traps suitably 
spaced , so as to reduce the effects of any internal reflections within the tube itself . 

The camera was scanned, as normally , according to the 405- line standard and 
a line - selecting waveform monitor was used to di sp lay a line passing through t he 
centre of the black ' patch ' corresponding to t he copper mask . A pulse generated by 
the selector unit was used to switch -off the camera beam-current fo r approximately 
4 ps during the active line period. This gave a true black reference - level dis played 
alongside the black signal from the patch. As the flare sign al was comparatively 
small in amplitude , a high- gain ampli f ier was included in the feed to the oscilloscope ; 
a low- pass filter was included in the circuit in order to restrict the effect of 
random fluctuation noise. 

\1easurements were taken of the sign al amplitudes corresponding to t he centre 
of the patch and the area surrounding the patch. A total of six re adings were taken 
using three angles of incidence (normal and ± 13 0) in the horizontal plane , and two 
illumination levels ( 50% and 100% of white level). A number of C.P. S. Emitron tubes 
was measured in this way and in each case care was taken to il lumin ate the target as 
evenly as possible . 

Fig. 25(a) shows an oscillogram of a selected line passing through the 
centre of the patch and ill~strates the si gnals corresponding to the patch and the 
reference -black signal caused by the injected marker pulse. The results of measure 
ments using five C.P.S. Emitron tubes yielded spurious signal values lying be tween 2% 
and 4'5%. The measurements taken with the collimated li ght at other than normal 
incidence did not show the expected increase in spurious signal , but errors in measure 
ment may have masked such changes ; despite the use of a low- pass filter in the signal 
path, measurement accuracy was limited by the unfavourable ratio of f lare signal to 
nOIse level. 

The percentage of spurious signal did not appear to vary with illumination , 
which seemed to indicate that the cause was largely optical . However , an independent 
measurement* of optical flare and veiling glare in the tube showed t hat such causes 
would only account for a spurious signal of <1%. 

2 . 8. Ion Fogging 

It would seem, therefore, that most of the spurious signal was electronic in 
orl gl n. It was noticed, however , that when beam current was increased above the 
norm al level , the spurious signal increas ed rapidly ; a moderate increase of beam 

* This measurement was made by Hacking 
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Fig. 25 - C.P.S. Emitron flare measurement 

(a ) Normal beam curren t fl are 
approximately 4% 

(b ) Inc~eased beam current flare 
approximately 8% 

, 

current produced a spurious signal level of 
8% as shown in Fig. 2S(b), while a further 
increase in beam current produced even 
higher levels of spurious signal. The 
rapid increase of spurious signal with beam 
current could be taken as a sign that the 
beam current was excessive. Such spurious 
signals produced by other than optical causes 
couLd result from the presence of positive 
ions in the tube. The operation of the 
camera-tube ion-trap mesh, which is des
cribed in detail elgewhere, 1 ensures that 
any positive ions produced near the target 
are fairly uniformly distributed over the 
target. These ions, nevertheless, tend to 
land on uncharged areas of the mosaic, 
which are then discharged by the scanning 
beam in the normal manner. An increase in 
beam current produces an increase in the 
number of .positive ions and hence an 
increas~ in signal current. It was found 
that, when the illumination of the C.P.S. 
Emitron was cut off, a small output signal 
was present; this signal could be increased 
by increasing the beam current. 

Thus it would seem that the 
amount of this 'ion-fogging' in a C.P. S . 
Emitron is largely a function of beam 
current and that by economical use of the 
beam, the level of 'ion-fog' signal rela 
tive to that of white, can be kept below 
approximately 4%. 

3. DISCUSSIONS OF RESULTS 

The experiments concerned with 
target erasure show that the combined 
effects of beam pulling and beam aperture 
prevent the recovery of independent signals 
from the odd and even fields of a 40S-line 
interlaced raster. Thus the maj ority of 
the charge existing on the target is erased 
during each field scan, consequently re
ducing the maximum exposur e time of the 
camera tube. As the number of scanning 
lines is reduced, the amount of interaction 
between successive scans decreases, the beam 
then being diverted towards unscanned 
charged areas on the target. 
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After a single exposure, the maj ori ty of the target charge is removed during 
the first scan, the remainder of the charge being erased during successive scans. 
The si gn als produced during these scans may be due to a combination of lag signals 
and contributions from adjacent unscanned elements resulting from beam pulling. Lag 
si~als caused by the f ai lure of the beam to erase target charge completely, are a 
f~ctio~ of the beam- acceptance characteristics of the target and are discussed by 
\leltzer and Holmes. 6 It would seem, however, that with approximately 200 scanning 
lines per field, the discharge lag for a particular picture element would be difficult 
to assess because of beam pulling. 

1he results of the experiments also reveal senSItIVIty variations over the 
target that would add a certain amo~~t of spurious ' background' to the camera output 
signal. In a standards converter of the wide - range type,3 employing a reference 
stripe near one vertical edge of the target, the corresponding reference signal may 
contain error signals due to these sensitivity variations, resulting in a further 
addition of spurious ' background' to the converted signal. 

While the majority of the storage losses would seem to be due to dielectric 
hysteresis, some of the losses appear to be due to charge spreading to the insulated 
strips be t ween adj acent elements. The total loss in signal, even after a considerable 
storage period, does not exceed approximately 10%, unless the operating temperature of 
the camera tube is increased. 

The effect of beam aperture and beam pulling is seen to reduce the vertical 
resolution considerably and, although lateral leakage of charge to insulated areas of 
t he target is not an important factor in the loss of vertical resolution, it may 
result in some loss of horizontal resolution with storage. This effect does occur to 
a small extent, hu t the mean level of a high-frequency signal decreases more rapidly 
th an does the signal excursion correspondin g to the test grating pattern and thus 
results In an apparent increase in the depth of modulation. 

The loss of vertical and horizontal resolution with increased image bright 
ness is to be expected, as the beam aperture will be modified by the demands of the 
target (i.e., the sca~ning-beam spot size increases over those parts of the target 
surface carrying high charge). In addition, the effects of beam pulling reduce both 
the vertical and horizontal resolution, particularly when the beam is scanning over a 
white-to-black edge. There also appears to be loss of resolution associated with 
brief exposures and this could be a result of reciprocity failure; some evidence for 
this is found in the results of the reciprocity measurements. It could be expected 
that the ca~era output wou ld fall with long exposures, due to storage loss, and this 
may partly compensate the reciprocity failure occurring with short exposures. 

,. 
Beam pulling is seen to modify a number of the other characteristics, as 

previously mentioned. Further, it has a noticeable effect on the edges of high
contrast transitions , producing considerable displacement of the boundaries. It is 
intere s ting to note that beam-pulling effects in a C.P. S. Emitron could provide 
registration problems if this type of tube were used in a colour camera ; similar 
difficulties in connection with the earlier type of 3 - inch image - orthicon tube have 
been discussed by James. 10 
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T:'1e meas urements of flare and veiling glare show that these effects are 
negli gible but reveal t hat ' ion - fogging ' , produced by excessive beam current , can 
reduce the effective contrast range handled by the tube. 

Examination of all t he results obtained in these experiments s ugges ts that 
the most significant characteristics of the C. P. S . Emi tron likely to influence the 
performance of an image transfer standards converter are those concerned with erasure , 
storage and possibly reciprocity failure. 
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